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EXHIBIT A 
 
 

PRESSURE WASHING WINDOWS AND WALLS AT THE EMBASSY. 
 
The Government requires: 

 exterior surfaces of all windows shall be washed twice a year and  
 the façade and all other structures stated in this Exhibit A shall be washed once a 

year.  
 
The Contractor is to provide all material, equipment, and labor to complete the following work at 
the specified locations: 
 
North Side (facing Napier Road) 
 
(a) Pressure wash to remove dirt, algae, and stains from all windows and wall surface on the 

north side of the building. The length of this face of the building is about 72 metres, and the 
height to the top of the parapet is about 20.5 metres.   

 
(b) Pressure wash to clean the granite-slab walls and windows of the building extension housing 

the cafeteria and conference room. This extension measures about 23.5 metres in length on 
each side, 10 metres in width, and about 9 metres in height.  

 
(c) Pressure wash to clean the archway and glass canopy, including its steel supports, at the VIP 

alighting area. 
 
(d) Pressure wash to clean the granite-slab columns and glass canopy, including its steel 

supports, at the covered walkway. 
 
 
East Side (facing British High Commission). 
 
(a) Pressure wash to remove dirt, algae, and stains on wall on the east side of the building.. The 

width of the wall is about 25 metres, and the height is about 20.5 metres. 
 
(b) Pressure wash to clean the wall along the storage shed on this side of the building. 
 
(c) Pressure wash to clean the wall behind the basketball board at the MSGQ patio. 
 
(d) Pressure wash to clean the high wall where the satellite dish is mounted. Do NOT pressure 

wash clean the low wall at the walkway steps. 
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South Side (facing the rear carpark) 
 
(a) Pressure wash to remove dirt, algae, and stains from all windows, louvers, and wall surface 

on the south side of the building. The length of this side of the building is about 72 metres, 
and the height to the top of the parapet is about 20.5 metres. Do NOT pressure wash the 
covered walls at the loading bay. However, it is necessary to pressure wash clean the 
external side of the 3 granite-slab columns at the loading bay.  

 
(b) Pressure wash to clean the patio wall opposite the MSGQ. 
 
(c) Pressure wash to clean the glass canopy and the granite-slab walls at the rear entranceway on 

this side of the building. 
 
(d) Pressure wash to clean the official car park lower ceiling area. It is also necessary to pressure 

wash the full facade of the car park, drivers’ waiting room and the washing bay. 
 
 
West Side (facing the Australian High Commission). 
 
(a) Pressure wash to remove all dirt, algae, and stains from all windows, louvers, and wall 

surface on the west side of the building. Pressure wash to clean the granite slab walls on this 
side of the building. 

 
b) Pressure wash to clean the bare wall along the areaway at this side of the building. 
 
 
Quality Control: 
 
While the exterior side of the window pane is being washed, an Embassy-designated quality 
controller will be stationed on the interior side. Only after the designated quality controller has 
signal his satisfaction with the quality of the window washed, can the window cleaners proceed 
to clean the next window. 
 
 
Precautionary Measures: 
 
a) Care must be taken to prevent high-pressure jets of water to be directed on window and door 

seams and seals. 
 

b) The Contractor must use waterproof material to mask all electrical fittings, exhaust pipes, 
and other accessories to prevent water infiltration during the course of the high pressure 
washing work. 
 

c) Due to the constant presence of water during the course of this cleaning work, it is mandatory 
that all electrical equipment used by the contractor must be equipped with RCCB (Residue 
Current Circuit Breaker). 
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d) No chemical or harsh cleaning agent may be used in this project. The Contractor may only 

use mild detergent. Prior to its use, the detergent must be tested on an inconspicuous spot of 
various types of walls at the Embassy to ensure that it does not mar or damage the surface of 
the walls. 

 
 
 
Performance Objective 
 
The goals for the work are as follows: 
 

 the windows shall be free of smudges, stains, lint, streaks, dirt or algae from glass 
surfaces and stainless steel window trimming   

 the walls shall be free of dirt, algae, and stains 
 all affected areas including drains and ground shall be left free of dirt from run-off and 

overflows 
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